SYSTEM NO. C-AJ-1004

(FORMERLY SYSTEM NO. 122)
F RATING —— 2 HR
T RATING —— 0 HR

L RATING AT AMBIENT —— LESS THAN 1 CFM/sq ft
L RATING AT 400" F —— LESS THAN 1 CFM/sq ft

MIN. 5" THICK REINFORCED NORMAL
A\ WEIGHT CONCRETE WALL OR OF ANY UL
CLASSIFIED CONCRETE BLOCKS.
MIN. 1/2” THICKNESS OF FILL MATERIAL ) : (MAX DIAMETER OF OPENING IS 6”)
(FIRE STOPPING) APPLIED WITHIN THE )
ANNULUS, FLUSH WITH WALL SURFACE ‘ 5
FILL MATERIAL TO BE APPLIED ON EACH SIDE STEEL ELECTRICAL METALLIC TUBING OR
v STEEL CONDUIT TO BE CENTERED WITHIN THE FIRESTOP

OF PACKING MATERIAL.

NEEEEES SYSTEM. (4"C OR SMALLER).
R CONDUIT TO BE RIGIDLY SUPPORTED ON BOTH SIDES OF
WALL ASSEMBLY.

3/4" MIN. EZz===3
/ a t 7 \ STEEL CONDUIT OR CAST IRON PIPE SLEFVE.

MIN. 3" THICKNESS OF MIN. 4 PCF N - CAST OR GROUTED INTO WALL ASSEMBLY,
MINERAL WOOL BATT INSULATION FIRMLY \ P FLUSH WITH WALL SURFACES.
PACKED INTO OPENING AS A PERMANENT ‘ (6°C OR SMALLER)

FORM. PACKING MATERIAL TO BE 4

CENTERED IN WALLS MID DEPTH AND s 4

RECESSED TO ALLOW FOR INSTALLATION . |

OF FILL MATERIAL.

CONDUIT PENETRATION
| THRU FIRE RATED CONCRETE OR BLOCK WALL

NOT TO SCALE

SYSTEM NO.N-L-2032

(FORMERLY SYSTEM NO. 590)

F RATINGS — 1 AND 2 HR

T RATING — 0 AND 1/4 HR
L RATING AT AMBIENT — 76 CFM/SQ FT
L RATING AT 400 F — 7 CFM/SQ FT

CYLINDRICAL SLEEVE. LENGTH OF STEEL
SLEEVE TO BE EQUAL TO THICKNESS OF WALL
PLUS APPROX. 7/8" TO 1" SUCH THAT, WHEN
INSTALLED, THE ENDS OF THE SLEEVE WILL
@ PROJECT APPROX. 7/16” TO 1/2" BEYOND

MIN. 1" THICKNESS OF MINERAL WOOL \/‘
BATT INSULATION FIRMLY PACKED INTO
STEEL SLEEVE ON BOTH SIDES OF THE
WALL ASSEMBLY AS PERMANENT
FORMS. PACKING MATERIAL TO BE
RECESSED MIN. 1" FROM END OF
STEEL SLEEVE (MIN 1/2" FROM
WALLBOARD) ON BOTH SIDES OF
SURFACE OF GYPSUM

THE SURFACE OF THE WALL ON EACH SIDE
OF THE WALL ASSEMBLY.

MIN. 17 THICKNESS OF FILL MATERIAL (FIRE
STOPPING) APPLIED WITHIN THE ANNULUS ON
BOTH ENDS OF THE STEEL SLEEVE.

? | TS S I e SN | 8
A 4 CABLES
A NOM 1/4" DIAMETER CONTINUOUS
BEAD OF CAULK SHALL BE APPLIED
AROUND THE CIRCUMFERENCE OF
THE STEEL SLEEVE AT ITS EGRESS AN \
FROM THE GYPSUM WALLBOARD / TWO LAYERS OF 5/8" THICK GYPSUM
LAYERS ON BOTH SIDES OF THE /\ WALLBOARD, )
WALL ASSEMBLY. (MAX DIAMETER OF OPENING IS 6)

STEEL STUDS TO BE MIN 2-1/2 IN. WIDE
AND SPACED MAX 24" OC.

CABLES PENETRATION
> THRU FIRE RATED &YPSUM NALLBOARD/STUD WALL ASSEMBLY

NOT TO SCALE

N

MIN 1" THICKNESS OF FILL MATERIAL

FIRE STOPPING) APPLIED WITHIN THE
ANNULUS ON BOTH SURFACES OF WALL.
ADDITIONAL FILL MATERIAL TO BE INSTALLED
SUCH THAT A MIN 1/4 IN. CROWN IS FORMED
AROUND THE PENETRATING [TEM.

WALL ASSEMBLY.

MIN. 3" THICKNESS OF MIN. 4 PCF/

MINERAL WOOL BATT INSULATION FIRMLY @
PACKED INTO OPENING AS A PERMANENT
FORM. PACKING MATERIAL TO BE \

\iEEEEEEY ] ~ 1/4” MIN. BEAD OVERLAPING

RECESSED FROM BOTH SURFACES OF WALLBOARD,

WALL AS REQUIRED TO ACCOMMODATE /
THE REQUIRED THICKNESS OF FILL. \

STEEL STUDS TO BE MIN 2-1/2 IN. WIDE

AND SPACED MAX 24" OC.

CONDUIT PENETRATION

THRU FIRE RATED &YPSUM WALLBOARD/STUD WALL ASSEMBLY

@ STEEL ELECTRICAL METALLIC TUBING OR
STEEL CONDUIT TO BE CENTERED WITHIN THE FIRESTOP

SYSTEM. (4"C OR SMALLER).
CONDUIT TO BE RIGIDLY SUPPORTED ON BOTH SIDES OF

TWO LAYERS OF 5/8" THICK GYPSUM

(MAX DIAMETER OF OPENING IS 6")

NOT TO SCALE
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{D (TYPICAL)

TOILET

WIRE AND REQUIRED RACEWAY (ALL WIRES SHALL BE PLENUM
TYPE).

2#12 4+ 1#12G IN 3/4” TO ELECTRICAL PANEL "RP2—2HH".

THE EMERGENCY CALL VENDOR SHALL ACT AS A SUB—CONTRACTOR
TO THE ELECTRICAL CONTRACTOR. SYSTEM SHALL BE
MANUFACTURED BY "INTERCALL”. OBTAIN POINT TO POINT WIRING
DIAGRAM FROM INTERCALL.

SYSTEM SHALL BE INSTALLED AND TESTED UNDER THE SUPERVISION
OF A REPRESENTATIVE OF THE SYSTEM MANUFACTURER.

SYMBOLS:
POWER SUPPLY

(INTERCALL CAT No. PT12)

EMERGENCY CALL STATION:

T: DENOTES EMERGENCY TOILET STATION WITH PULLCORD
(INTERCALL CAT No. PCE49)

AR\ DOME LIGHT WITH BUZZER (INTERCALL CAT No. FDB)

4 STAND-ALONE EMERGENCY NURSE CALL SYSTEM

NOT TO SCALE

DOB EMPLOYEE STAMPS AND SIGNATURES: DOB BSCAN
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